
 

 

 

 

 

                  Extreme Bright LED floodlight 

 

 

 

 

 

 

 

 ●Ground Brightness of 1000w Led flood light  

 

      

 

    

 

Product Dimensions 

Part No： TKFL-800W Operating temperature -40°C to 60°C 

Wattage： 800watt Storage temperature -40°C to  85°C 

LED Light Source： Cree Color Temperature 2800K-9000K 

Input voltage 90-305VAC   50-60HZ Color rendering index Ra>85 

Power Supply Meanwell Driver Bean Angle 10 / 25 / 40 / 60 / 90  degree 

Power factor(PF) ≥0.95 IP Rating IP67 

Light attenuation(10000H) <2.4% Economical lifetime > 80,000 Hrs 

Luminous efficiency 200 lm/w Wind resistance index 12 level 

Total Lumen 160000 lm Light Body Size (LxWxH) 603.4*649*90mm 

Light efficiency >95% Packing size (LxWxH) 675x710x218mmmm 

LED temperature 50°C±10% The net weight 19.5kg 

1. Adopt the industry high-end COB Led light source 

Cree(USA) 

2. The innovation of thecooling andtemperaturebalance 

controltechnology 

3.Workinglife >80,000 hours  

4. Led lightfailure <2% (10,000hours)  

5.The designof highreliable, highefficiency, constantcurrent 

power supply 

6. ThesecondaryopticalDIWLtechnology

（JPN） ,lensPMMAhighlighttransmittance (98%) 

7. The multipleperspectives, distant, luminousuniform,suitable 

fordifferent environment lightingneeds 

8. IP67 rating isapplicable tooutdoor environment  

9. 5 Years warranty. 

 



 

 

 

 

 

 

   

Package:    

 

 

 

 

 



 

 

 

 

 

Projects: 

 
 

 

 

 

 

 



 

 

 

 

 

 

 


